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This Contractor Environmental, Health and Safety (EH&S) Manual is not an offer or a contract, nor are they considered work instructions or 
training.  The contents and information provided in this manual are meant to provide general information and core EH&S requirements of all 
contractors proposing to perform work and physically performing work on Chromalloy properties. All Contractors and Subcontractors work 
under their own supervision, programs, and training. All contractors must acknowledge and abide by these requirements while working on 
Chromalloy properties, and ensure any subcontractors they utilize also acknowledge and abide by these requirements while working on 
Chromalloy properties. Bidders and Awarded Contractors will not be compensated or reimbursed for costs incurred in reviewing or complying 
with the requirements in this Contractor EH&S Manual.  All parties applicable to the requirements in this Contractor EH&S Manual will sign 
and submit an acknowledgement to Chromalloy Gas Turbine LLC (“Chromalloy”).  Chromalloy reserves the right to: (i) require additional 
information from Contractors, such as job safety plans, training certificates, insurance certifications, and history of safety and other EH&S 
compliance; (ii) require additional oversight or safety controls based on the nature or risk of work to be performed; (iii) perform routine and 
random inspections for compliance with these requirements; and (iv) stop work and/or report and escalate significant or repeat EH&S issues 
to the Chromalloy procurement team.  
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1.0 Introduction and Chromalloy’s Commitment to Safety  

Dear Contractor, 

Welcome to Chromalloy. We are pleased to have you as a valued partner in helping us maintain a 
clean, safe, and productive work environment. Safety is a core value and a shared responsibility at 
Chromalloy. This Contractor Environmental, Health and Safety Manual has been developed to ensure 
that all contractors working on our premises understand and comply with our safety policies, 
procedures, and expectations. It outlines the minimum safety and security requirements, emergency 
procedures, hazard communication protocols, and other essential guidelines that must be followed at 
all times. 

Your cooperation and commitment to these safety standards are critical to protecting not only your 
team but also our employees, visitors, and the surrounding community. Please review this manual 
thoroughly and ensure that all members of your team are familiar with its contents before beginning any 
work on-site. 

If you have any questions or require clarification on any part of this manual, please do not hesitate to 
contact our Environment, Health, and Safety (EHS) department. 

Chromalloy is Committed 
 To protecting our environment and providing for the safety and health of our people, 

customers and the communities in which we operate 
 To meeting all regulatory and legal standards and continually improving the protection of our 

environment and the safety of our people 
 To assuring that Chromalloy products and services are developed in a clean and safe 

environment 
 To achieving these common goals through the dedication and diverse expertise of all 

Chromalloy employees across our global organization  

Thank you for your attention to safety and for contributing to a safe working environment. 

Sincerely, 

Holly Bartos 
Vice President, EHS 
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3.0 Your Responsibilities as a Contractor 
The safety of contract employees, as well as any subcontractors, working at Chromalloy is the 
contractor’s responsibility. Contractors must also ensure that their activities do not endanger 
Chromalloy’s employees or operations, including parts. Contractors are required to comply with all 
applicable environmental, health and safety laws and regulations (including federal, state, and local 
requirements).   

3.1 Review and Acknowledgment  
Purchasing shall include the Chromalloy Contractor Environmental, Health and Safety Manual with all 
purchase orders.   

The Contractor’s designated representative will sign and acknowledge receipt and understanding of the 
requirements in this manual, including their agreement to follow all requirements when performing 
contracted or subcontracted work on Chromalloy properties and train their employees in the 
requirements.  

EHS shall request and maintain completed acknowledgement forms.  

3.2 Communication with all Contractor Employees and Subcontractors 
The Project Manager and/or EHS Manager will confirm the hazards of the tasks to be performed by the 
contractor and then advise contractors of any additional safety standards or site-specific hazards, 
emergency action plans, etc. that must be observed. This is best achieved through a briefing or 
contract review prior to the job commencing but may also be performed onsite prior to starting work. 
See Section 6.1 

Chromalloy reserves the right to require copies of any and all additional documentation as deemed 
appropriate by the Project Manager and/or EHS Manager including contractor training programs, job 
specific certifications, contractor site specific health and safety plans, and other applicable information 
and documentation. A certificate of insurance naming Chromalloy as an additional insured is required 
for all work conducted on Chromalloy property. The Project Manager and/or EHS Manager will review 
and coordinate coverage specifics and amounts if necessary. 

The Contractor is responsible to ensure that each individual contractor or subcontractor employee that 
works on a Chromalloy site reviews, acknowledges, and follows this manual. 

3.3 Stop Work Authority 
All Chromalloy employees have the right, responsibility, and authority to stop work when they feel it 
creates an unacceptable risk to themselves or others, including work being performed by a Contractor. 
Contractors are also encouraged to use stop work authority if they believe there is an unsafe act or 
condition that may put them or others at risk.  

3.4 Failure to Follow Chromalloy EHS Requirements  
Ongoing inspections and performance reviews may be performed by the Chromalloy Project Manager 
and/or EHS team. Issues observed during these reviews will be reported to the onsite Contractor 
employees, their supervisor, and the Chromalloy Project Manager for correction. Repeat or flagrant 
violations of EHS requirements will result in a stop work and potential contract termination if not 
satisfactorily resolved and will be reported to the Chromalloy purchasing team and the Contractor’s 
management. 
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4.0 General Contractor Conduct and Security Requirements 

4.1 Personal Protective Equipment   
The Contractor shall provide all necessary personal protective equipment and equipment training for its 
employees.  Contractor employees may not take personal protective equipment from Chromalloy 
dispensers for their use unless authorized to do so by their Chromalloy Contractor Host. 

The Contractor shall inform the Chromalloy Contractor Host whenever a Contractor employee plans to 
use a respirator in an area occupied by, or adjacent to, Chromalloy work activities. 

When working indoors where safety glasses are required, Contractor employees shall wear non-tinted, 
impact-resistant safety glasses with solid side shields. 

Additional safety equipment, such as approved safety toed boots or shoes, may also be required by 
department protocols, standard operating procedures, or other written directives that are identified on 
the Permit to Work.  

4.2 Vehicle and Driving Safety 
All Contractors, Sub-Contractors and Vendors approved to be onsite shall advise the site on how many 
vehicles will be onsite, and will provide the make, model and plate number if the vehicle is not marked 
with the company name. If a vehicle is being left overnight, it must be reported to the site.  

Drive carefully to protect yourself and others. Obey all posted traffic signs and posted speed limits. 
Unsafe drivers will be banned from work at Chromalloy sites.   

4.2 Parking 
Chromalloy will designate how and where Contractor personnel, vehicles, vendors, and visitors must 
enter and exit the site.  Contractors must park in designated spaces.  Violators may be towed at the 
vehicle owner’s expense.  

Vehicles must never obstruct emergency equipment, fire hydrants, fire lanes, exits, roadways, or aisles. 
Loading docks may be used only for active loading or unloading, after which vehicles must immediately 
be moved. 

Selected sites may require contractor parking passes, please inquire with your host on site specific 
parking requirements.  

4.3 Site and Building Access  
Contractors will provide their host a list of personnel who will require access to Chromalloy facilities in 
advance so that screening and briefings can be coordinated to prevent delays to start of work. If 
personnel or subcontracted companies change in the course of a project (excluding single day 
coverage), the Contractor will notify their host of the new personnel so that screening and briefings can 
be coordinated. 

Upon arrival to the site all Contractors, Subcontractors will sign in to the ENVOY system (tablets 
present at main entrance and contractor entrance), which includes a visual compliance screening. 
Contractors must be a citizen or permanent resident of the country of the Chromalloy facility they are 
working. If foreign persons are required to access the site, it must be coordinated with the Site 
technology control plan administrator and Contractor host to ensure the visit is in compliance and 
escorts can be arranged where necessary.  
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All personnel are required to provide their full legal name and have a valid government-issued ID (driver 
license, passport, etc.).  Once signed in and cleared/approved, personnel will be given their visitor ID 
(badge or sticker). Escorts are required unless granted a no-escort / contractor badge. 

Each person must sign in individually, and badge in or show their badge / sticker each time they enter 
the facility. Tailgating (entering a door behind another employee without badging in) is prohibited. 
Ensure doors and gates close behind you and never prop open doors or leave gates/roll-up doors open 
and unattended. 

Chromalloy reserves the right to search (bags, vehicles, containers, etc.) upon arrival and departure. 
Security cameras are used at all Chromalloy facilities. No picture taking is permitted on Chromalloy 
sites unless approved by the host, Security or Legal in writing prior.  

4.4 Identification Badges 
When on Chromalloy property, Contractors, Sub-Contractors, and Vendors must wear Chromalloy 
issued visitor sticker badges or purple visitor ID badges with purple lanyards. Badges must be clearly 
visible at all times. When done for the day, ID badges/lanyards must be turned in unless granted a 
long-term badge. If a security badge or visitor sticker is lost, notify your host or Security immediately. 

4.5 Alcohol and Illegal Drugs 
The consumption of alcohol and/or use of illegal drugs on Chromalloy premises is strictly prohibited and 
constitutes grounds for immediate removal of site and the notification to Law Enforcement if warranted. 
If Contractor, Sub-Contractor, or Vendor is taking a doctor prescribed medication that may affect their 
fitness for duty, a proof of prescription must be made available upon request.  

4.6 Smoking, Vaping, and Tobacco Use 
Smoking, vaping, and tobacco use is prohibited inside all Chromalloy facilities, except where 
designated smoking areas have been established.  

4.7 Prohibited Materials (weapons, knives, mace, tasers, etc.) 
The presence, threat or discharge of firearms or any other weapon on Chromalloy premises is strictly 
prohibited and constitutes grounds for immediate removal from the site and the notification to Law 
Enforcement if warranted. 

4.8 Photography/Camera Passes 
Photography and video taking is prohibited in or around all Chromalloy sites. This covers the use of 
cameras, phones with a camera or video taking capabilities, video camera, watch or tablet. If a 
Contractor, Subcontractor or Vendor needs to take any type of photographs it will be preplanned and 
approved in writing. Failure to comply will constitute grounds for immediate removal from the site. 

4.9 Confidentiality and Publicity 
Any Chromalloy confidential, proprietary, or trade secret information that the Contractor may learn, 
obtain, or access while working on Chromalloy premises remains Chromalloy property. Contractors 
may not use or distribute Chromalloy confidential, proprietary, or trade secret information in any way 
without written authorization from the Chromalloy Legal Department. 

4.10 Dress Code  
Personal appearance, proper hygiene, and appropriate work attire are important to the work 
environment. All Contractors shall provide their own PPE and adhere to all posted PPE signage 
requirements that include, but are not limited to, safety shoes, safety glasses, and hearing protection. 
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4.11 Sexual Harassment  
Chromalloy forbids harassment in any form. Sexual harassment includes, but is not limited to, 
unwelcome sexual advances, requests for sexual favors, the display of sexually explicit material, and 
other verbal, visual, or physical conduct of a sexual nature that occurs in the workplace. 

4.12 Housekeeping and Cleanup  
The contractor shall keep all work areas and storage areas in an orderly condition and free from 
excessive accumulation of waste materials and dust.   

Contractor shall: 
 Daily clean up, control, and to the extent reasonably possible, minimize the amount of dust, 

debris, and/or other noxious substances from leaving the project work area. 
 Do so in such a manner as not to cause a significant impact on indoor air quality or interfere 

with Chromalloy operations or equipment (such as heating, ventilation, and air conditioning – 
HVAC systems).  If Contractor activities have generated dust or waste materials that migrate 
beyond the job site, the Contractor must clean such impacted areas outside its job site, based 
on prior approval of such cleaning methods by the Contractor Host. 

 Burning trash on the site is prohibited. 
 Report any hazardous waste generation to EHS for proper disposal. 
 Contractor Host shall ensure cleaning and waste disposal activities are being performed. 

Clean up on Completion of the Project 
 The Contractor shall remove from the premises all rubbish, tools, equipment, and materials not 

the property of Chromalloy. 
 The Contractor shall leave the work and premises in a clean, orderly manner. 

Non-Hazardous trash and construction debris
 The Contractor is prohibited from using any Chromalloy trash/recycle containers for the disposal 

of its non-hazardous waste unless directed to do so by Chromalloy Contractor Host. 
 The Contractor is prohibited from discharging any waste into the sanitary or storm sewer. 
 The Contractor is prohibited from washing cement, plaster, paint, and related building materials 

from mixers, buckets, etc., down storm and sanitary drains. 
 Contact the EHS staff for information and help. 

4.13 Logistics  
If materials or equipment must be delivered to and/or stored at the site prior to and during the course of 
work activities, the Contractor is responsible to designate a staging location with their host in advance. 

If the Contractor will need use of Chromalloy utilities (power, water, other) during the course of work 
activities, the Contractor is responsible for designating connection points and verifying utility availability. 
As Chromalloy is committed to sustainable operations, Contractors working at Chromalloy will be 
responsible for conserving electricity and managing their water use by turning off the tap, not leaving 
water hoses running, unplugging their equipment when not in use, etc. 
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5.0 Emergencies and Emergency Action Plan 

5.1 Reporting Emergencies  

Incident/Accident/Injury Reporting and Investigation  
All incidents and accidents must be reported to the Contractor’s host and the Environmental, Health 
and Safety Department IMMEDIATELY. Contractors will be responsible for conducting and/or 
participating in an investigation and implementing necessary corrective actions. The Chromalloy host is 
responsible for entering all reports into the company’s electronic incident reporting system 
(VelocityEHS).  

Medical Emergencies 
It is expected that the Contractor will provide necessary first aid, medical and emergency care if a 
contractor’s employee suffers an injury or a personal medical event while onsite.  The Contractor is 
required to notify the Environmental, Health and Safety Department of such an event IMMEDIATELY.  

In the event of an injury that requires the cleanup of blood the Contractor, Sub-Contractor or Vendor will 
notify the Environmental Health and Safety Department and Maintenance so proper bloodborne 
pathogen clean up procedures are followed. This will reduce the chance of exposure. 

Property Damage Events 
In the event that damage occurs to property belonging to Chromalloy or property belonging to a 
Contractor or Sub-Contractor a Stop Work Authority will be called and report filed with the Contractor 
Host and site Environmental, Health and Safety Department.   

Fire Emergencies 
If a fire occurs from a contractor’s activities, the contractor will activate the fire alarm, evacuate the 
building, and report the incident to their host and the Environmental, Health and Safety Department 
IMMEDIATELY.  

If a fire occurs or the fire alarm sounds while contractor personnel are onsite, they are required to exit 
the building through the nearest, safest exit, proceed to the designated muster location, and report to 
their host for accounting. Re-entry into the building is not permitted until an all clear is given by the Fire 
Department or Environmental, Health and Safety Department. 

Natural Disasters / Severe Weather – Hurricane, Tornados, Earthquake, etc.  
In the event of a natural disaster, severe weather or event declared a state of emergency before 
coming to the site Contractors, Sub-Contractors, and Vendors should contact the site before arrival to 
check the status of the site (open or closed). If a natural disaster or other state of emergency occurs 
during the workday, follow the directions of the site including reporting to designated shelter-in-place 
locations within the site. 

Chemical Incident – Spill, Releases, Exposures (includes gases)  
In the event of spill or release of any kind that occurs inside or outside of the site an immediate Stop 
Work Authority will be implemented. Environmental, Health and Safety, Operations and Maintenance / 
Facilities must be notified IMMEDIATELY. The area of the spill will be roped off, stopped and contained 
and properly cleaned up. If a gas is released, an evacuation may be required until air monitoring can be 
conducted and an all clear given. Follow all site instructions. 

Emergency Equipment 
First-aid equipment, fire extinguishers, fire blankets, eye wash stations, safety showers, spill kits and 
any other emergency/safety equipment are located throughout the site in the event of an emergency. 
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They are not to be moved or relocated without permission from the Environmental, Health and Safety 
Department. 

The water supply to the eye wash, safety showers and sprinkler systems are not to be shut down in any 
operating department without prior approval from the Environmental, Health and Safety Department, 
Operations, and Facilities. 

Fire Hydrants are not to be used by Contractors.  They are for emergency use only. 

Work Activities that could activate a fire alarm must be planned so the fire alarm system can be put on 
test, and announcements and emails sent out as needed. These activities include, but are not limited 
to, cutting, welding, burning or open flame work, doing any hot work in a hazardous area (with a 
permit), moving or relocating any emergency equipment, and work that generates dust. 

5.2 Evacuation and Emergency Exits – Exit Routes  
In the event the site needs to be evacuated an alarm, siren or announcement of the emergency is 
made, all contractors, sub-contractors and vendors will follow the Chromalloy employees to the nearest 
exit and muster points and remain at the muster point until an All-Clear is made or further instructions 
given. They are responsible for providing a head count to the site Emergency Coordinators. 

The emergency exit routes and muster point(s) will be reviewed with the contractor during initial 
briefings, are included in the site’s Visitor Safety and Security Brochure and posted throughout the 
plant. 
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6.0 Safety Management Plan 

6.1 Pre-Job Briefings and Reviews 
The contractor must review and initial the Contractor Safety Agreement Form prior to any on-site work 
being completed. This document contains safety agreements that must be followed when on-site. By 
initialing, the contractor is stating that they agree and understand the requirements listed on this form. If 
there are any questions regarding the form, you must ask these before initialing. 

6.2 Contractor Visit Hazard Assessment Form / Job Hazard Assessments  
Contractors must complete the contractor visit hazard assessment form prior to completing work each 
day. On this form, you must outline the tasks, hazards, control measures, and ensure that the hazards 
are being mitigated. If a certain job may take more than one day to complete, this form must be 
reviewed daily prior to starting a job to ensure that previously recognized hazards are still being 
controlled and that no additional hazards have been created. If any additional hazards are found after 
initial completion, they must be documented along with their control measures on this form. 

6.3 General Safety Inspections/ Chromalloy Safety Inspections  
Contractors should complete routine safety inspections of their work while on-site, following their 
company protocols. These inspections must ensure you are operating under whichever is the more 
stringent of Chromalloy and your own company’s safety requirements. While on-site, all contractors are 
subject to routine and random safety inspections by Chromalloy to ensure all safety requirements are 
being met. 

6.4 Correction of Hazards – Person managing project  
As mentioned in Section 6.2, all hazards must have a control measure in place to mitigate this hazard. 
The contractor managing this project is responsible for these control measures and must document 
them on the Contractor Visit Hazard Assessment Form. If there are any questions regarding a hazard 
or control measure, please contact your local Chromalloy host or Environmental, Health and Safety 
Department. 

6.5 Training, Awareness, and Competence 
All contractors must have proper training in the operations they are completing (crane, forklift, work-at-
heights, hot work, electrical safety, etc.). Contractors must be able to produce training records for each 
operation being completed upon request. 

6.6 If performing tasks outlined in Section 10.0 then advanced notification required  
If a contractor will be completing any process requiring work permits, advance notification is required. 
This includes demolition, confined space entry, live electrical work, large utility shut-downs, hot work, 
excavation/trenching, mobile crane usage, maintenance/modification of Chromalloy safety or 
environmental control equipment, or use of any of Chromalloy’s tools or equipment. If a permit is 
required, work cannot be started until a work permit is created and all necessary precautions are in 
place. 

6.7 Provide Copy of 3rd party permits (building, equipment)  
Contractors must provide their Chromalloy contact copies of any 3rd party permits (building, equipment, 
etc.) prior to beginning work. Contractors must also ensure a permit has been issued prior starting work 
if Chromalloy or another party was responsible for obtaining third party permits. 
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7.0 Chromalloy’s Life Saving Rules and Zero Tolerance Policy 

Life Saving Rules (LSRs) are mandatory safety rules where failure to comply can lead to fatalities or life 
changing injuries. These rules outline the fundamental, critical rules that are foundation to our safety 
culture at Chromalloy. Every individual, at every site (including employees, contractors and visitors) are 
expected to: 

 Comply with all LSRs, programs and procedures. 
 Intervene to prevent at-risk behavior and/or unsafe conditions using the “Stop Work Authority” 

process. 

Chromalloy has a zero-tolerance policy for anyone intentionally breaking or failing to follow the LSRs.  
Intentional violation of a LSR will not be tolerated and will lead to disciplinary actions up to and 
including termination / removal from working at Chromalloy facilities. 

By signing acknowledgement of this manual, you agree to comply with and follow all Life 
Saving Rules. 

7.1 Fit For Duty  
Never perform work if unfit for duty (under the influence of drugs, alcohol, or performance impairing 
prescription medications). 

 Employees and contractors who are in an appropriate physical and mental state to conduct their 
assigned duties are: 

o Not under the influence of drugs and alcohol. 
o Not using prescription medication that could impair their ability to perform their job duties 

and could result in injuring themselves or others. 
 If you or one of your co-workers is unfit to work, it must be immediately reported to your 

immediate supervisor. 

Chromalloy reserves the right to request Contractors perform post-accident drug and alcohol testing if 
there is reasonable suspicion or significant risk to Chromalloy’s employees or property. 



Contractor Environmental, Health and 
Safety Manual

EHSMS-PRO-028, Attachment 1 Issue 1 Page 12 of 27 

7.2 Material Handling  
Never operate a crane or powered industrial vehicle unless trained and authorized. 

 Only operate material handling equipment if you are trained and authorizsed to do so.   
 Follow all established safety procedures while operating moving equipment and/or when you 

are near people, moving vehicles, equipment and railcars. 
 Pedestrians must stay within designated walkways and behind physical barriers designed to 

separate them from material handling equipment.   
 Stop, look and listen before entering a building, rounding a corner or exiting a pedestrian aisle.  
 Obey all posted signage and warning devices. 

7.3 Energy Isolation / LOTO  
Never work on energized equipment without following designated lockout/tagout (LOTO) procedure. 

 Only trained and authorised employees and contractors may perform work that requires LOTO. 
 LOTO procedures are expected to be followed as written.  
 Zero energy must be verified prior to beginning work. 

Chromalloy uses the Brady Link360 software to document our LOTO procedures. If the LOTO 
procedure or QR code is not posted on the equipment you are working on, stop work and contact your 
project manager, or Chromalloy EHS or Facilities to obtain a copy of the LOTO procedure. 

Please note that where work is required to be carried out on or near live electrical equipment, e.g. fault 
finding or repair verification, a deviation process is to be followed and permits in place for live electrical 
work. 

7.4 Confined Space  
Never enter a designated confined space without a permit. 

 Permit-required confined spaces must be identified with signs reading “DANGER-PERMIT 
REQUIRED CONFINED SPACE, DO NOT ENTER” at all entry points or by other effective 
means. 

o NOTE spaces may have alternative wording on their signage, nevertheless posted signs 
prohibiting access and alerting persons of Confined Space Dangers must be present 
prior to work being carried out. 

 A valid permit must be obtained and authorised before entering a permit-required confined 
space. 

 Only trained and authorized entrant(s), supervisor, attendant and rescue team members are 
allowed to participate in an entry event. 

 Understand the hazards of the work to be performed and of the space prior to entering. 
 Ensure space is ventilated and isolated, the air has been tested and safe for entry, necessary 

PPE is available, effective means of communications is established and attendant is assigned. 
 Prepare and discuss a rescue plan. 

7.5 Safety Controls  
Never tamper with, remove, or bypass any safety device or interlock. 

 Understand and use the safety devices / interlocks that apply to your task or a part of your 
equipment. 

o A SAFETY DEVICE is a device designed to prevent injury or accident. 
o A SAFETY INTERLOCK is a device that can prevent machine operation or start-up in an 

unsafe situation, such as when a door is open, or guard is not in place. 
 Prior to authorizing a safety device bypass: 

o A Safety Bypass permit must be obtained before disabling or overriding any safety 
device/interlock or deviating from any associated safety procedure(s).  

o Appropriate alternative safety conditions must be met prior to initiating work. 
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o Approval must be obtained from both the Plant Manager/Site Manager and EHS. 
 The safety device / interlock must be returned to service once the work has been completed. 

7.6 Working at Heights  
Never work exposed to a fall hazard (>4 feet or 1.2 meters) without fall protection equipment, or at 
heights as per in country legal requirements if more conservative. 

 You are working at height if you are: 
o At risk of falling into a pit, off of a ledge (e.g. working on equipment, platforms, roofs, 

etc.) or any other situation where a fall could occur >4 feet in height. 
o Working on elevated equipment (e.g. scissor lifts, boom lifts, manlifts). 
o Near an opening or fragile surface. 

 When performing work at heights: 
o Wear all fall protection equipment required to perform the task safely. 
o Understand and follow all fall protection procedures. 
o Do not use fall protection equipment unless trained. 
o More restrictive working at height requirements may exist locally. 

 Minimum requirements include 
o Holding handrails when using stairs. 
o Maintaining 3 points of contact when using portable ladders. 
o Only using approved anchor points to properly tie-off. 
o Verify that clearances below the work area are sufficient if a fall should occur. 
o Inspection of fall protection equipment before use. 
o When working with ladders, an alternate means to complete work is required when 

working on a ladder for more than 30 minutes. 

Fall protection may include passive systems (barricades, guardrails, etc.) or active systems (fall arrest, 
lanyards, etc.). 

When working at heights in active work areas, contractors will ensure dropped object zones are clearly 
marked with barricades or caution/danger tape to restrict access. Only employees directly engaged in 
the activity overhead will be allowed in the dropped object zone. Tools and equipment used at heights 
will be attached or tethered to prevent being dropped (tool belts, tool buckets, wrist-bands, tethers, 
etc.).  

7.7 Unauthorized Areas  
Never enter a designated exclusion area without authorization. Follow all posted hazard and warning 
signs and barriers and never pass a safety barrier without authorization. 

 Examples of areas requiring authorization to enter include: 
o Electrical high voltage rooms to include electrical panels/enclosures 
o Hazardous waste storage areas 
o X-ray or laser device rooms 
o Temporary repair or construction zones 

Utilize necessary signs and barriers if your work will pose a hazard to others. 

7.8 Hot Work  
Never perform welding, flame cutting, grinding or other fire / spark producing operation outside of an 
approved / designated area without a Hot Work permit. 

 When performing hot work: 
o All combustible / flammable/ materials within a 35-foot (10-meter) radius of all hot work 

must be moved if practical. Items that cannot be removed, shall be covered with flame 
retardant coverings, be wet down, or otherwise guarded to protect the materials from 
ignition. 
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o An authorised fire watch must be assigned whose sole responsibility is to prevent fires 
and incidents associated with the hot work. 

o A valid permit must be obtained prior to starting hot work. 
o All appropriate PPE for the task must be worn and fire extinguishers / media located at 

the hot work area. 

7.9 Stop Work Authority 
Every employee, contractor, and visitor has the absolute right, responsibility, and is authorized, to stop 
work they feel creates an unacceptable risk to themselves or others. 

The process for implementing Stop Work Authority is outlined below. 
1. Employee, contractor, or visitor perceives an unacceptable risk to themselves or others. 
2. Employee, contractor or visitor initiates their stop work authority and communicates to their 

supervisor, and anyone else who may be affected, the perceived risk and that they have 
stopped work. 

a. If your supervisor provided instructions that do or could violate a life saving rule, exercise 
your Stop Work Authority and notify your project manager or Chromalloy EHS. 

3. Supervisor and employee perform a hazard assessment and identify actions to be taken to 
mitigate/eliminate the risk. Escalate to EHS or other subject matter experts as needed to identify 
appropriate corrective actions. 

4. Corrective actions are implemented; Supervisor communicates with everyone involved what has 
been done to mitigate/eliminate the risk and authorizes work to resume. 

These Life Saving Rules will be reviewed with the contractor during initial briefings, are included in the 
site’s Visitor Safety and Security Brochure, and posted throughout the plant.



Contractor Environmental, Health and 
Safety Manual

EHSMS-PRO-028, Attachment 1 Issue 1 Page 15 of 27 

8.0 Communication and Control of Hazards 

8.1 Warning Signs and Barricades (Contractor’s Responsibility)  
The Contractor must provide appropriate warning signs, barriers, and/or barricades wherever such 
protection is needed. Where signs and barriers do not provide adequate protection, Contractor must 
use a spotter and/or flag person. Examples of tasks which may require barriers include working at 
heights / dropped object prevention, use of cranes and hoists, electrical work, etc. 

Contractors must follow any warning signs and barriers deployed by Chromalloy personnel.  

8.2 Chemical Use and Storage by Contractors  
The Contractor is required to notify the EHS Manager of any chemicals or substances that will be 
brought onsite for use prior to beginning work. The Safety Data Sheet (SDS) for each chemical or 
substance must be maintained onsite and available for Chromalloy personnel.   

All containers used to store chemicals or substances must be appropriately labeled in easy-to-
understand methods such as pictures, symbols, hazard statements or other common methods. The 
contractor will be required to immediately remove any unlabeled or unauthorized chemicals.   

The EHS Manager will provide the contractor with information on chemicals or substances that may be 
present in the contractor’s work area. The contractor is responsible for informing their employees of the 
chemicals in their work area, the hazards, if any, and appropriate precautions, and providing them with 
any required personal protective equipment (PPE). 

Some chemicals are considered “banned” or “sensitive” and cannot be used at Chromalloy facilities 
when alternative chemicals are available. The contractor will be notified if any of the chemicals on a 
submittal list are “banned” or “sensitive.” These types of chemicals may include, but are not limited to: 

 Known or Suspected Carcinogens 
 Benzene 
 Carbon Tetrachloride 
 Radioactive Materials 
 Chlorinated solvents (perchloroethylene, trichloroethylene, vinyl chloride, methylene chloride, 

etc.) 
 PFOA (Perfluorooctanoic acid) and PFAS (Per- and polyfluoroalkyl substances)  
 Toxic gases 

Storage of flammable and combustible substances should be limited to one day’s supply in safety cans 
that have been recognized by a national testing laboratory (UL, FM). Appropriate precautions such as 
ground, bonding and flame arrestor are also required when transferring flammable liquids on 
Chromalloy property.  

Contractors must provide secondary containment for liquid chemical containers 55-gallons and larger. 

Compressed gas cylinders must be secured in an upright position using straps, chains, or carts, with 
the valve protection caps in place when not in use.  

The contractor is responsible for the safe and legal disposal of all chemicals and substances brought 
and/or used on site and must remove all chemicals from the premises at the end of the task or project. 
No chemical or substance waste shall be placed in Chromalloy refuse containers or released into the 
air, water, or soil. Chemical and waste storage must be discussed with the EHS Manager prior to 
generating any waste. 
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8.3 Transfer, Loading, Unloading of Hazardous Liquids, Powders, and Gases, Lifting and 
Materials Handling.  

Contractors performing any transfer, loading or unloading of hazardous liquids, powders and gases 
must be trained in the safe operation of the process. This includes wearing required PPE, having and 
following a spill response plan, having spill response materials available, and ensuring any containers, 
hoses, and vehicles used in the process are labeled with the contents, in good condition, do not leak, 
seal tightly, and are rated and certified when subject to regulatory requirements. The site 
Environmental, Health and Safety Department will at least annually review the Contractor’s procedures, 
spill response plan and equipment. 

Transfer, loading and unloading of hazardous liquids, powders and gases must be done away from any 
storm drains, sewer drains, or surface water bodies which could be affected in the event of a spill or 
release. Alternatively, drains may be protected or covered to prevent a spill reaching a drain. 

When Lifting or Handling of Material the contractor is required to wear the proper PPE and use the 
correct equipment (e.g. lift, hand truck, or crane / hoist) 

8.4 Demolition 
Prior to the demolition of all or a portion of a building (including roofing, ceilings, walls, flooring, 
ductwork, and plumbing), Contractor must make sure that appropriate permits have been obtained and 
approvals granted by local authorities and identify and remove any hazardous materials in the 
demolition area. Chromalloy buildings may have asbestos-containing materials, lead-based paints, 
fluorescent bulbs, and/or light ballasts containing PCB (polychlorinated biphenyl). The Chromalloy EHS 
and Facilities team will provide further guidance based on the scope of work. 

If mold is identified during Contractor activities, suspend work and notify the Chromalloy Project 
Manager and EHS for further assessment and direction. 

8.5 Dust and Odor  
The contractor must use appropriate controls to minimize dust, odors, fumes, and/or vapors produced 
by its activities so as not to create a health hazard, interfere with, or be noticeable by Chromalloy 
personnel or others.   

The contractor must notify the Chromalloy Project Manager and EHS prior to starting any work that 
requires the use of respiratory protection or may generate objectionable chemical odors, vapors, or 
dust (e.g., floor stripping, floor epoxying, painting, carpet laying, roofing, and demolition).  

Roofing work involving chemicals or that may generate odors, smoke or dust should do so as far as 
possible from building doors, windows and air intakes. Prior to starting any work that produces odors or 
dust on a roof near the ventilation intakes of an occupied building, Contractor must notify the 
Chromalloy Project Manager and EHS so that ventilation and fire system adjustments can be made 
prior to work commencement. 

If hazardous vapors or fumes are generated indoors, Contractor must provide exhaust ventilation 
approved in advance by Chromalloy EHS. 

8.6 Controlling Contamination and Product / Parts Protection 
Protection of Chromalloy parts and products in the work area is a top concern. Issues of concern 
include welding, brazing, cutting, sanding, drilling, digging, and other operations that generate particles, 
dust, or debris that may damage part surfaces, cause contamination or may be lodged within the parts. 
A related concern has to do with the use of lubricants or other chemicals and sensitivity to their 
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contaminating parts. If the work involving chemicals must be performed near Chromalloy Products, then 
the parts must be moved and protected with clean covers, etc. 

8.7 Noise  
Prior to engaging in high-noise activities, the Contractor must obtain approval from the Chromalloy 
Project Manager, EHS and the work area supervisor or lead. The Contractor must take appropriate 
measures to minimize noise which may affect onsite personnel (>85 dBA) or neighbors in adjacent 
offsite areas.  

Many Chromalloy work areas are high noise areas. Contractors are expected to use necessary hearing 
protection in these areas. 

8.8 Unattended Work  
Contractors may never leave a job site unattended when potentially hazardous equipment or conditions 
are present (e.g. an exposed live electrical source, unsecured floor openings, or raised / suspended 
loads). Equipment and materials must be properly safeguarded, stored, and/or locked. 

8.9 Contractor’s Property  
Contractors are responsible for the condition and security of their material, equipment and supplies. 
The Contractor requiring the use of forklifts, aerial / personnel lifts, cranes / hoists, machinery, and 
hand and power tools and pneumatic actuated tools are required to provide maintenance records and 
proof of insurance as defined in the contract. Chromalloy assumes no responsibility for safeguarding 
the Contractor’s material, equipment or supplies.  

8.10 Chromalloy’s Property  
Contractors must supply all material, equipment and supplies needed to complete the job. Contractor 
personnel are not permitted to use Chromalloy equipment, tools, and machinery unless such use is 
authorized under the contract. The Contractor’s operators are to provide proof of required training or 
license and are required PPE (hard hats and fall protection) onsite and reviewed Chromalloy EHS. This 
includes forklifts, aerial / personnel lifts, cranes / hoists, machinery, and hand and power tools and 
pneumatic actuated tools.  
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9.0 Environmental Requirements 

Chromalloy is committed to preserving a clean and safe environment. The contractor is responsible for 
maintaining this environment while working on Chromalloy property. The contractor must comply with 
all local, state, and federal laws and regulations regarding environmental protection.  

Hazardous materials must be reviewed and approved by Chromalloy EHS prior to use onsite. 

9.1 Waste Management (coordinate with local team or contractor manages) 
Hazardous, Universal, or other Regulated Waste Generated 
Waste generated during a project must be disposed or recycled in accordance with Chromalloy’s waste 
management program.  

 The contractor is responsible for characterizing all wastes generated during the project. The 
contractor will provide a copy of all waste characterization information to the EHS department as 
requested.  

 The contractor shall be responsible for providing and using the proper containers, labelling, 
removal and/or disposal of hazardous waste in accordance with federal, state and local 
regulations.  

 The contractor shall submit to Chromalloy completed copies of all hazardous waste manifests 
signed by licensed treatment, storage and disposal facilities of all wastes removed from 
Chromalloy facilities. 

 Universal wastes consisting of batteries, lamps, ballasts, aerosol cans, mercury containing 
equipment and electronic devices must also be disposed of in accordance with federal, state and 
local regulations. These wastes should be recycled whenever possible.  

Non-Hazardous Trash and Construction Debris 
 Contractors must separate oily or solvent-contaminated rags from plant solid waste.  

Contaminated rags must not be disposed of with regular trash. 
 Construction / project debris should be removed daily and eliminated in all areas where there is 

not an active sprinkler system. 
 Contractors are not allowed to use Chromalloy’s dumpsters unless authorized by the EHS 

department. 

9.2 Pollution Control / Monitoring Equipment 
If construction activities are expected to generate dust, a control plan must be developed and approved 
by the Chromalloy EHS Manager. Dust suppression measures must not result in runoff to storm drains. 

9.3 Refrigerants / Ozone-Depleting Substances (ODS) 
 Contractors responsible for equipment that use ODS must maintain an inventory of the 

Manufacturer/Model#/Serial# of the equipment utilizing the ODS, type of ODS, the number of 
refrigerant circuits by equipment and the total weight of refrigerant per circuit. Records of ODS 
usage must be provided to the EHS department. 

 For refrigeration equipment that has an individual circuit equal to or greater than 50 pounds, 
leak rate calculations must be maintained.  If the leak rate exceeds 30% for Industrial Process 
Refrigeration or 10% for Comfort Cooling the repair must be made within 30 days, with follow-up 
verification required. 

 Household-type refrigerators, freezers and window air conditioners may be excluded from the 
inventory. 

 Contractor must ensure that all technicians performing maintenance, service, repair or disposal 
activities that could reasonably be expected to release refrigerants, are certified through a U.S. 
EPA approved training program. These records should be readily available to Chromalloy. 
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9.4 Spill Prevention 
 Immediately report all spills and polluted water discharges to the EHS department. 
 The Contractor must provide its employees with PPE, spill response materials, and other 

equipment and supplies that may be needed to handle hazardous materials and respond to a 
spill, leak, or exposure onsite.  

 Contractor personnel responding to a spill, leak, or exposure onsite must be properly trained.  
 The contractor is responsible for the cleanup and restoration of all spills or other environmental 

contamination caused or aggravated by their work employees. 

9.5 Storm Water / Drains, Process Wastewater, and Sanitary Sewer Discharge 
 The contractor is responsible for ensuring that no liquid or solid material enters the storm drains 

on the property. 
 Rinsing of an area or piece of equipment must not be used as a cleaning method for work 

residues. 
 The use of unattended pumping or transfer operations is not permitted without prior approval of 

the EHS department. 
 Potential discharges to air, water, or soil must be reviewed and approved by the Chromalloy 

EHS department. 
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10.0 Processes Requiring Work Permits / Chromalloy Approval 
Chromalloy has identified high-risk processes that require work permits and/or Chromalloy approval 
prior to completing these tasks. These processes have been selected due to their ability to be 
immediately dangerous to life or health, or cause significant impacts to Chromalloy equipment or 
production. 

10.1 Demolition, including disturbance or abatement of asbestos or lead-based paint  
Demolition work presents many additional hazards including, but not limited to, falls from heights, falling 
debris, exposure to hazardous materials, and injuries from heavy machinery. Two of the main 
hazardous material exposures can be asbestos or lead-based paint when disturbing them. Additional 
precautions must be taken when disturbing asbestos or lead-based paint to ensure exposure is limited, 
regulations are followed, proper abatement methods are used, and materials are being disposed of 
properly. 

10.2 Confined Space Entry  
Chromalloy sites may have many confined spaces. These confined spaces can be either a non-permit 
required confined space or a permit required confined space and should be marked as such. Each type 
has their own hazards, requirements, procedures, and permits associated and every confined space is 
different. All contractors must be issued the proper confined space entry permit prior to breaking the 
plane of any confined space. 

Contractors are required to provide their own monitoring and rescue services when performing permit-
required confined space entry. 

10.3 Live Electrical Work  
Live electrical work is only permitted under specific circumstances when de-energizing the equipment 
introduces additional hazards, or is infeasible due to equipment design or operational limitations. If live 
electrical work is required, a live electrical work permit must be completed before starting work. When 
possible, equipment must instead be shut down and properly isolated via the proper LOTO procedure. 
Chromalloy has all of their LOTO procedures built into the Brady Link360 software and can be 
accessed via the QR code on the equipment. If there is no QR code, work must be stopped until the 
proper LOTO procedure is provided. All contractors performing servicing or maintenance on equipment 
that may have a release of hazardous energy must perform LOTO and apply their own lock to all LOTO 
points listed in the associate procedure. Anyone applying LOTO must be trained and authorized in 
LOTO. After applying their locks, these individuals must maintain sole control of the keys for their locks. 

10.4 Large Utility Shut-Downs  
Large utility shut-downs (inclusive of electricity, natural gas, and water) can have significant impacts to 
Chromalloy equipment and production. There must be a plan in place prior to any activity to ensure that 
proper shut-down of all equipment is taken, production is aware, and schedules can be adjusted.  

10.5 Hot Work  
Hot work is any operation that could be a source of ignition due to heat, sparks, or flames. These 
operations include, but are not limited to, welding, cutting, brazing, grinding, or other spark-producing 
operations. If possible, it is preferred to complete the job without hot work operations. When hot work is 
required, it is preferred to be done in a designated hot work area. If hot work must completed outside of 
a designated hot work area, additional precautions must be taken and a hot work permit must be issued 
by your Chromalloy contact before beginning work. 

The hot work permit must be authorized by your Chromalloy contact. This permit must identify who is 
completing the hot work, the time and date it is being done, when the permit expires, and ensure other 
required precautions are being met. These additional precautions include, but are not limited to 
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shielding, removing ignitable liquids or combustibles from a 35-foot radius, PPE, fire watch, emergency 
procedures, fire extinguishing equipment, etc. 

10.6 Excavation / Trenching  
Excavation and trenching safety is critical due to inherent risks of cave-ins, engulfment, falls, and 
hazardous atmospheres. Key requirements for excavation/trenching include, but are not limited to, 
protective systems for trenches 5-feet or deeper (sloping, benching, shoring, shielding), safe access 
and egress, atmospheric testing, site preparation, inspections, and must be overseen by a competent 
person. Always contact utility companies to identify and mark underground utilities before digging, and 
dig at least 5-feet away from marked utilities.  

Confirm with the site EHS department whether a soil and groundwater management plan is required 
where potential subsurface contamination is present. If Contractor observes any evidence of 
subsurface contamination (i.e. soil staining, oil, or free product), they are to stop work and notify the 
Chromalloy EHS department for assessment prior to resuming work. 

10.7 Mobile Cranes  
Mobile crane safety requires careful planning, qualified operators, and adherence to specific safety 
procedures. Key precautions include pre-operation inspections, proper crane set-up on level ground, 
understanding load capacity and radius, using appropriate communication and hand signals, and 
maintaining a safe distance from power lines. Documentation of a pre-operation inspection and lift 
plans must be provided to your local Chromalloy contact prior to completing work. The area that the 
work is being completed in must also be barricaded to prevent passerbys from entering the immediate 
work area. 

10.8 Roof Access 
Most roof access points at Chromalloy sites are locked, and maintained by the site’s Maintenance or 
Security department. Contractors are required to notify their Chromalloy host prior to accessing the 
roof.  

10.9 Maintenance / Modification of Permitted and Safety-Critical Equipment  
Before a contractor completes any modification on any of the items below, approval must be provided 
from your local Chromalloy contact. 

 Safety/Fire/Security Equipment Systems  
o These systems are integral to the safety of all employees at a Chromalloy facility and 

can cause a situation that is immediately dangerous to life or health of everyone if 
modified. Additional steps must be taken prior to beginning work. 

 Pollution Control/Monitoring Equipment  
o These systems are integral to maintaining a clean and safe environment. Additionally, 

this equipment may be required by a permit maintained by Chromalloy. 
o Examples: air scrubbers, spray booths, dust collectors, chemical line ventilation 

equipment, wastewater treatment equipment, and gas monitoring/detection systems. 
 Machine Guards and other Safety Controls  

o Machine guarding and other safety controls may only be bypassed when absolutely 
necessary under specific circumstances. Prior to bypassing, there must be strict 
adherence to established protocols and a safety control bypass permit must be provided. 
Once work is finished, these safety controls must be returned to their original state. 

 Shutdown modification of specific permitted or critical safety equipment 
o There may be other specific equipment at Chromalloy sites that are permitted or critical 

safety equipment. These must never be shutdown or modified without the proper 
approval from your local Chromalloy contact. Additional steps may be required before 
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doing so. If there is ever a question on if something is permitted or critical to the safety of 
employees, stop the job until clarification is provided from your local Chromalloy contact. 

10.10 Use of any Chromalloy Tools or Equipment 
Before the use of any of Chromalloy’s tools or equipment, approval must be given from your local 
Chromalloy contact, using Chromalloy’s Equipment Use and Indemnification Agreement (EHSMS-FOR-
056).  Pre-use and post-use inspection of all tools and equipment must be completed by the Contractor 
and Chromalloy contact or maintenance team.  
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11.0 Definitions & Associated Documents 

Term Definition
Accident / 
Incident

Interchangeable terms for an event that results in injury, ill health, property 
damage, or has a negative impact on the environment (spill / release).

Contract 
Manager / Host 

The Chromalloy employee that is the requestor of the services of the 
Contractor, and responsible for ensuring the EHS aspects of the 
Contractor’s work performance while working in Chromalloy facilities meet 
the requirements of this program.

Contractor 

A Contractor is any company, its employees, or agents engaged by 
Chromalloy through written agreement to perform work on Chromalloy 
owned and operated facilities. These include Contractors, 
Service/Technical Representatives, Vendors, and Suppliers that are 
performing services, construction, renovation, facilities maintenance and 
support tasks. 

Does not include Contract Employees working under Chromalloy’s direct 
supervision, which are required to work in accordance with all Chromalloy 
employee EHS programs. 

EHS Environmental, Health and Safety 

Hazard 
An unsafe act or unsafe condition with the potential to cause harm, 
including injury, ill health, property damage or environmental impact.  

Life-Saving 
Rules 

Mandatory safety rules where failure to comply can lead to fatalities or life 
changing injuries (8 total). 
-Fit for Duty 
-Material Handling 
-Energy Isolation / LOTO 
-Confined Space 
-Safety Controls 
-Working at Heights 
-Unauthorized Areas 
-Hot Work

Near Miss 
An event that, while not causing harm, has the potential to cause injury, ill 
health, property damage or a negative impact on the environment.

Stop Work 
Authority 

Every employee, contractor, and visitor has the absolute right, 
responsibility, and is authorized, to stop work they feel creates an 
unacceptable risk to themselves or others.

Subcontractor 
Workers under contract to perform work on Chromalloy property under the 
direct supervision of a third party employer.

U.S. Person 
An individual who is a U.S. citizen, or holder of a U.S. permanent green 
card (permanent resident) or an approved political asylee or refugee.
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12.0 Contractor EHS Program Acknowledgement 

All contractors / contractor employees are required to read and understand all rules and procedures 
outlined in Chromalloy’s Contractor Environmental, Health and Safety Manual, BEFORE performing 
work at Chromalloy facilities.  

This manual is an important protection for both Chromalloy and Contractor against accidents. 
Contractors, in accepting Chromalloy’s contract for work, has agreed that only contract employees who 
are familiar with, trained, competent and fit to perform the scope of work will be sent to work at 
Chromalloy.  

I acknowledge the following: 

 I have received, reviewed, and understand the rules and procedures outlined in Chromalloy’s 
Contractor Environmental, Health and Safety Manual. 

 I will abide by the rules and procedures outlined in Chromalloy’s Contractor Environmental, 
Health and Safety Manual. 

 I will ensure that all workers employed or contracted by my company will abide by the rules and 
procedures outlined in Chromalloy’s Contractor Environmental, Health and Safety Manual. 

_________________________________  _______________________________ 
Signature  Printed Name 

_________________________________  _______________________________ 
Company Name  Date  
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13.0 Equipment Use Waiver and Indemnification Agreement 

This Equipment Use Waiver and Indemnification Agreement (the "Agreement") is entered into 
on this Date:__________________, by and between Chromalloy Gas Turbine LLC (the 
"Company") and Contractor's Name/Company Name: ________________________ (the 
"Contractor"). 

1. Equipment Description 
The Company agrees to allow the Contractor to use the following equipment (the "Equipment") 
for the purpose of: 
[list specific purpose] 

List of Chromalloy equipment approved for use under this Agreement , e.g., forklifts, cranes, 
power tools, etc. 
[list all equipment] 

2. Terms of Use 
The Contractor agrees to: 
 Use the Equipment solely for the purpose stated above. 
 Operate the Equipment in a safe, lawful, and responsible manner. 
 Conduct and document (when required) pre-use inspections of the Equipment. 
 Ensure that only qualified and authorized personnel operate the Equipment. 
 Return the Equipment in the same condition as it was provided, excluding normal wear 

and tear. 
 Immediately report any incidents involving the Equipment or damage to the Equipment 

to Chromalloy. 

3. Independent Operation, Condition, and Assumption of Risk 
The Contractor acknowledges and agrees that: 

 Contractor is solely responsible for the operation of the Equipment and acts as an 
independent contractor when doing so.  

 Chromalloy provides the Equipment as-is and does not make warranties about its 
condition or fitness. 

 Use of the Equipment involves inherent risks, including but not limited to damage to 
property, personal injury, or death. 

 The Contractor assumes all risks associated with the use of the Equipment. 
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4. Indemnification 
The Contractor agrees to indemnify, defend, and hold harmless the Company, its officers, 
employees, and agents from and against any and all claims, liabilities, damages, losses, or 
expenses (including reasonable attorney's fees) arising out of or related to: 
 The use, operation, or possession of the Equipment by the Contractor or its agents. 
 Actions or omissions of the Contractor or its agents. 
 Any breach of this Agreement by the Contractor. 

5. Insurance 
The Contractor agrees to maintain adequate insurance coverage, including liability and 
property damage insurance, to cover any potential claims arising from the use of the 
Equipment. Proof of insurance must be provided during the contract agreement and upon 
request. 

6. Waiver of Liability 
The Contractor releases the Company from any liability for injuries, damages, or losses 
incurred during the use of the Equipment, except in cases of gross negligence or willful 
misconduct by the Company. 

7. Governing Law 
This Agreement shall be governed by and construed in accordance with the laws of the State 
of New York. 

8. Entire Agreement 
This Agreement constitutes the entire understanding between the parties and supersedes all 
prior agreements or understandings, whether written or oral, relating to the subject matter 
herein. 

9. Signature 
By signing below, the Contractor acknowledges that they have read, understood, and agreed 
to the terms of this Agreement. 

Chromalloy Gas Turbine LLC 
By: ___________________________ 
Name: _________________________ 
Title: _________________________ 
Date: __________________________ 

[Contractor's Name/Company Name] 
By: ___________________________ 
Name: _________________________ 
Title: _________________________ 
Date: __________________________ 
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